Color:TI-Black+Grey

Main material: Stainless steel+Brass

LED: YES

From:Zhe jiang,China

Feature:5-Function Switch

Type:Shower Panel /Column

Install:Wall Mounted

Temperature Flow Function

Shower Time
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Required tools: electric drill, screwdriver,
marker,Hammer,wrench, tape measure

1. the shower screen instaliation height can be flexible

(THand jet socket (2 Iniet connecting banding joint (S install hanging piece
(@Watsrproof washer (5IC

Firat with in measure of i aizo of the showar
acrnen up and down tha trough of the
distance, and then uso the marker
1o fix the location of the markor
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(&/Plastic expansionscrew  (PWater pipe fixing bucki@Connecting fixed screw

Wall (T
Drilling depth
of about 40MM
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and appiicable With an electric drill

2 Hot and cold water within 20CM can be instal led Mark the hole

within tha d=tance
3.Combined with the toilet wall to avoid the height of

hot and eold water sutlel and the height of ther own

need 1o install the shower screen at a suitable height

position can be

Wall

% First with 3 hammer
will be inflated
Screw into the wall
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With a screwdriver

Fix the screw

Install the shower stand in
the product Right side of
the hole fixed inside, then
After the hose can be
connected
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Hot and cold
water outlet
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First turn the elbow and the wall pipe connected
respectively. And then the hot and cold water pipes
and elbows can be connected
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Align the shower O
screen Fixinga
good card Can
live

Fastener 7], Undertheough
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T Cconnectthe shower
| hose to the shower
b Shower stand can be

Perfect installation
is successful




